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Construction and features 

1

universal exchangeable power supply unit

2

modular design (facilitating heat dissipation)

3

LED diodes placed on a large surface (glare effect 
reduction)

4

thermally separated power supply unit  
(very long service life of power supply unit)

5

optimized for maximum energy-saving 

6

robust and durable aluminium construction suitable 
for operation in any industrial environments

Certificates 1  Hygienic certificate attesting the 
product’s safety for human health 
and/or environment (provided that 
it is used for its intended purpose).

2  A certificate is issued on customer 
request. Each request for the EUR1 
certificate is handled separately for 
each invoice.

PZH1 RoHS EUR2CE IP65

1

2

3

4

5 6

We reserve the right to implement design changes in luminaires.
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Power
Power supply parameters

AC voltage range 90–305 VAC

DC voltage range 127–431 VDC

Frequency range 47–63 Hz

Electrical insulation Class I

Power factor  3 > 0,95

Lamp
Lamp parameters

Sealing class IP65, IP64 (motion sensor)

Resistance to impact class
PC – IK08, PMMA – IK04
(made-to-order – IK09, IK10)

Material
aluminium, polycarbonate 
(made-to-order – tempered glass)

Colour 4 raw aluminium or RAL 9003

Warranty 5 5 - 10 years

Operating temperatures 6

OP +5°C to +45°C 
SP –30°C to +45°C  
ST –20°C to +65°C  
SH –20°C to +65°C
TE –20°C to +45°C

Light source
Light source parameters

Light source type LED

Colour temperature 7 4,000 K , 5000 K (± 3%)

Colour Rendering Index > 80

Light source life time (L80B50) 8 > 120,000 h (Ta=25°C)

10 years 5

warranty period

3  For 230 VAC voltage.
4  The INLENE luminaire can also be 

painted with paints with different 
degrees of corrosion protection – 
available on request.

5  Warranty for more than 5 years on 
request. The warranty depends on 
the conditions in which the project 
is realised, such as: temperature, 
working time, environment. The 
manufacturer reserves the right 
to shorten the warranty on certain 
components.

6  Only luminaires equipped with 
the SH and ST LED modules can 
operate continuously in ambient 
temperatures Ta > 50°C. To 
assure long life during continuous 
operation in ambient temperatures 
Ta 55°C to 65°C, the light sources 
should be supplied with power not 
exceeding 40 W per light bar. When 
the INLENE luminaires are inten-
ded to operate in Ta > 50°C, the 
design should always be consulted 
with a Lediko representative. It is 
also possible to prepare the lamp 
for operation at a temperature of 
-40°C to +80°C (in version without 
a power supply unit in the casing).

7  Other values available upon spe-
cial request.

8  The INLENE luminaires were 
designed and optimised to achieve 
the longest possible lifetime of the 
light sources when working in indu-
strial conditions. To learn about the 
most up-to-date lifetime estimates 
for specific luminaires used in 
specific conditions, please contact 
a Lediko representative. 

-50%
reduction of luminaire 

weight up to 50% 
when compared to 

competitive products

> 120,000 h
extended lifetime  

of LED diodes

–30/+65°C
operating temperature

We reserve the right to implement design changes in luminaires.
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Accessories
DIM distributor  
(LDP-A-SPL) 

Product code 2350

Casambi Bluetooth module  
(LDP-A-CAS)

Product code 1224

Motion detector  
(LDP-A-MOB)

Product code 2346

DIM controller  
(LDP-A-DIM)

Product code 2275

Illuminance detector  
(LDP-A-CNO)

Product code 2547

INFIDIO  
luminaire control unit

Product code 5848

INFIDIO  
light sensor

Product code 6262

 1–10 V accessories
 INFIDIO accessories
 stand-alone sensors
 other accessories

Mounting chain  
(LDP-A-CHA)

Product code 2277

Carabiner 05 x 050 zn 
DIN5299C (LDP-A-CRB)

Product code 2887

INFIDIO  
wireless light switch

Product code 6368

INFIDIO  
motion sensor

Product code 6263

INFIDIO  
main control unit

Product code 6271

INFIDIO  
communication unit

Product code 6316

Mounting bracket  
(LDP-A-MON)

Product code 7359

M1 wire guards

Product code 7470

Remote control

Product code 3662

M4/M5 wire guards

Product code 7472

M2/M3 wire guards

Product code 7471

We reserve the right to implement design changes in luminaires.
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Types of casing and characteristics of luminous flux 

A1 15° x 90° angle B1 60° x 130° angle D1 100° x 105° angle N1 30° x 120° angle
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D2 105° x 100° angle P1 90° x 90° angle (UGR<25)

D11B11 70° x 130° angle B11N11 30° x 120° angle

Photometry

tr
an

sp
ar

en
t 

m
ix

ed
 o

pt
ic

s
(s

ee
 L

DT
 fi

le
s f

or
 fu

ll 
lis

t)

pr
is

m
at

ic
 

fr
os

te
d

Control
Control

Controller type

Standard

Resistive  (10–100kΩ)

Voltage  (1–10V)

PWM (10V) 9

Made-to-order

DALI

Bluetooth 4.0 radio system

Built-in motion sensor

9  PWM – Pulse Width Modulation, 10V amplitude signal.
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Dimensions and weight
Dimensions

Luminaire type Weight (kg) A - Width (mm) B - Height (mm) C - Lenght (mm) Lamp package W x H x L (mm)

M1 1.6 63

120 1,164

205 x 120 x 1,200

M2 4.7
189

205 x 145 x 1,200

M3 5.5 205 x 145 x 1,200

M4 7.2
314

320 x 145 x 1,200

M5 8.8 320 x 145 x 1,200

Installation methods

With dedicated mounting brackets (available high or low).

× 2× 4

or × 2

18
9 

m
m

31
4 

m
m
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With 2 chains and 4 carabiners.

× 4

× 2

With 6 chains and 8 carabiners.

× 8

× 6

We reserve the right to implement design changes in luminaires.
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Optics
Luminous flux correction 15

Optics type D1 A1 B1 D2 N1 P1 D11B11 B11N11

Correction factor 100% 95.4% 100% 96.9% 92.3% 90.6% 100% 96.1%

 
Total flux [optics type] = Total flux x Correction factor [optics type]

Labeling
LED  
luminaire 
version

Bar 
length

Number 
of bars 
(n)

LED 
module 
type

Min. CRI
Colour  
temperature 
11

Symbol and number of the 
type of optics 12

Finish Connection 
method

Control 
method 13

INL3 M 

1
2
3
4
5

SP
TE
SH
ST
OP

8 (Ra=80)
9 (Ra=90)

40 (4,000 K) 
50 (5,000 K)

P1n1 (90°)
A1n1 (15°) 
B1n1 (60°) 
N1n1 (30°) 
D1n1 (100°)
D2n1

000
(no other opti-
cal system)

P1n2 (90°)
A1n2 (15°) 
B1n2 (60°) 
N1n2 (30°) 
D1n2 (100°) 
D2n2

A 
(anode)
P 
(painted)
0 
(raw)

0 (mounted 
ADELS 
connector) 
1 (with 1.5 m 
cable) 
 2 (junction 
boxes)

1 (1-10V)
2 (DALI)
3 (Bluetooth)
4 (motion 
sensor)

Power supply unit type Special options
(on request) 14

060L (LPF 60W)
75V (SOSEN 75W)
120H (HLG 120W)
185H (HLG 185W)
240H (HLG 240W)
320H (HLG 320W)
075E (ELG 75W DALI)
100E (ELG 100W DALI)
150E (ELG 150W DALI)
200E (ELG 200W DALI)
240E (ELG 240W DALI)

0 (standard)
C (cold rooms)
F (HACCP, food industry)
H (high temperatures)
W (extended warranty)
P (thermal protection)
R (anti-corrosion pro-
tection)
S (silicone free)

An example of segment code: INL3-M2-SP840-D11B11-A21-120H-0

11  4000K is a standard for EU. 5000K is a 
standard for MEX.

12  See Photometry at page 5. Available optics 
combinations are listed in table below

13  Options 1 and 2 are driver built-in function, 
other options are based on additional control 
modules.

14  C - luminaire modified for low temperatures
 H - luminaire modified for high temperautres
 W - longer warranty than standard 5 years 

warranty on request
 P - additional thermal protection electronic 

module on request
 R - special coating for usage in C3-C5 

corrosion environments

15  See Photometry at page 5.

We reserve the right to implement design changes in luminaires.
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Standard ambient temperatures  5°C - +45°C

Code
Total power 

(W)
Total flux 

(lm)
Efficiency 

(lm/W)
Available control method 16

DALI 1-10V BT MS

INL3-M1-SP8xx-xxxxxx-xxx-075V-0 64 9,860 154 √ √ √ √

INL3-M1-TE8xx-xxxxxx-xxx-075V-0 64 10,370 162 √ √ √ √

INL3-M2-SP8xx-xxxxxx-xxx-120H-0 123 19,720 162 √ √ √ √

INL3-M2-TE8xx-xxxxxx-xxx-120H-0 122 20,740 171 √ √ √ √

INL3-M3-SP8xx-xxxxxx-xxx-185H-0 189 30,700 163 √ √ √ √

INL3-M3-TE8xx-xxxxxx-xxx-185H-0 188 32,270 172 √ √ √ √

INL3-M4-SP8xx-xxxxxx-xxx-240H-0 245 39,440 162 √ √ √ √

INL3-M4-TE8xx-xxxxxx-xxx-240H-0 243 41,480 171 √ √ √ √

INL3-M5-SP8xx-xxxxxx-xxx-320H-0 322 52,440 163 √ √ √ √

INL3-M5-TE8xx-xxxxxx-xxx-320H-0 320 55,340 173 √ √ √ √

High ambient temperatures  45°C - +65°C

Code
Total power 

(W)
Total flux 

(lm)
Efficiency 

(lm/W)
Available control method 16

DALI 1-10V BT MS

INL3-M1-SH8xx-xxxxxx-xxx-100E-H 64 7,110 111 √ √ √ √

INL3-M1-ST8xx-xxxxxx-xxx-100E-H 61 7,760 127 √ √ √ √

INL3-M2-SH8xx-xxxxxx-xxx-185H-H 119 13,920 116 √ √ √ √

INL3-M2-ST8xx-xxxxxx-xxx-185H-H 114 15,180 133 √ √ √ √

INL3-M3-SH8xx-xxxxxx-xxx-240H-H 184 21,430 116 √ √ √ √

INL3-M3-ST8xx-xxxxxx-xxx-240H-H 176 23,390 132 √ √ √ √

INL3-M4-SH8xx-xxxxxx-xxx-320H-H 239 28,590 119 √ √ √ √

INL3-M4-ST8xx-xxxxxx-xxx-320H-H 228 31,200 136 √ √ √ √

 

Models list
Low ambient temperatures  -30°C - +5°C

Code
Total power 

(W)
Total flux 

(lm)
Efficiency 

(lm/W)
Available control method 16

DALI 1-10V BT MS

INL3-M1-SP8xx-xxxxxx-xxx-75V-C 64 9,860 154 √ √ √ √

INL3-M2-SP8xx-xxxxxx-xxx-120H-C 123 19,720 162 √ √ √ √

INL3-M3-SP8xx-xxxxxx-xxx-185H-C 189 30,700 163 √ √ √ √

INL3-M4-SP84xx-xxxxxx-xxx-240H-C 245 39,440 162 √ √ √ √

INL3-M5-SP8xx-xxxxxx-xxx-320H-C 322 52,440 163 √ √ √ √

16  Symbols refers to: BT - Bluetooth radio system, MS - built-in motion sensor,.

17 17

17  Low ambient temperatures -20°C - +5°C

We reserve the right to implement design changes in luminaires.
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Characteristics
Efficiency vs dimming level

Luminous flux vs dimming level

1 2 3 4
Luminaire type M1 - M5

5

1 2 3 4
Luminaire type M1 - M5
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CLIENT HJH Polska sp. z o.o.

CLIENT Amvian Automotive sp. z o.o

CLIENT Linde Pohony s.r.o.

CLIENT Heerema Fabrication Group Polska sp. z o.o.

LEDIKO sp. z o.o.

ul. Duńska 13 
54-427 Wrocław 
Poland, EU

tel: +48 71 79 85 785

kontakt@lediko.com 
www.lediko.com


